
Rekluse Motor Sports, Inc.
www.rekluse.com

(208) 426-0659

READ ME FIRST
Doc ID: 193-710A
Doc Rev: 091517

You must properly install, break-in and maintain your clutch 
components. There are several crucial steps that must be 
understood and performed by all clutch installers, vehicle 
operators and owners to ensure your clutch will function 
properly.

To avoid serious injury or death:

Read and follow included Safety Information before using this 
product.

Read and follow included Installation Guide and/or User’s 
Guide to ensure proper installation maintenance and tuning of 
the product. 

Only a qualified mechanic should install this product.

If you are installing this product for a customer, be sure to 
direct them to all the product documentation including the 
safety information before returning the vehicle to them for 
use.

See installation videos online at 
www.rekluse.com/support/videos or the included installation 
manual for directions.

Refer to the Troubleshooting section in the installation manual 
for tips on resolving any performance issues.  
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This kit replaces the OE (Original Equipment) or “stock” 
clutch pack with a Rekluse-designed high quality clutch pack 
designed specifically for your bike model. 

  

For MY2016 bike owners only: Refer to the Slave Cylinder 

Appendix document before installing the Rekluse-provided slave 

cylinder on your bike.  It may be necessary to change the fluid 

seals. 
 

 

 

• Read the safety information sheet 
included with your kit. 

• If you install this product for a customer or 
another person, instruct them to read the 
Safety Information document and the 
Installation and User Guide before operating the bike 
with the product. 

• Protect eyes and skin – wear safety glasses and thin 
disposable work gloves. Work in a well ventilated area.  

• Read this entire document before performing any steps. 

• Lay the motorcycle on its left side when replacing the 
clutch. This makes the clutch work easier and eliminates 
the need to drain the oil. 

• For optimal clutch performance Rekluse recommends 
using fresh, clean oil that meets JASO-MA oil rating 
requirements. Rekluse offers Factory Formulated Oil™ 
developed specifically for Rekluse products. Rekluse 
Factory Formulated Oil is a perfect complement to any 
OEM or aftermarket wet clutch. Visit www.rekluse.com to 
learn more. 

• Use the torque values listed in the instructions. 
Otherwise, use the torque specifications found in your OE 
service manual. 

OVERVIEW 

INSTALLATION TIPS 

http://www.rekluse.com/
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4 mm Hex Key 8 mm Socket 10 mm Socket Torque Wrench 

  

Recommended  
Clutch Fluid 

Fluid Catch 
Container 

 

  

TOOLS NEEDED 
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Visit www.rekluse.com/support for a full parts fiche illustration and part numbers. 

INCLUDED PARTS 

 

Item Description Qty. 

70 Basket sleeves 12 

63 Steel drive plates - .040” (1.0 mm) 4 

65 Steel drive plates - .048” (1.2 mm) 3 

69 TorqDrive® friction disks 7 

Not Shown Pressure plate springs  4 

47 
Assembly Screws (temporary, to aid 
assembly only) 2 

60.1 
EXP adjustment spring – (See tuning 
Options) 3 

51 Fastener - 1/4-Turn Pin (includes 2 extra) 8 

13 EXP bases 2 

85 Wedge assembly 6 

86 Slave Cylinder Assembly 1 

http://www.rekluse.com/support
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1. If applicable, turn the fuel petcock to “OFF.”  
 

2. Lay the bike on its left side. Catch any fuel 
that might drain in a suitable container.  

 

3. Remove the right side swingarm bolt, and move the foot 
peg assembly out of the way of the clutch cover bolts and 
clutch cover 

 
4. Remove the oil filter cover from the engine and move it up 

out of the way. 

 
5. Remove the clutch cover bolts and clutch cover, taking 

care to not damage the cover gasket.  Replace this gasket 
if it is torn or damaged.  

 

DISASSEMBLE THE CLUTCH 
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6. Remove the OEM screws and springs, followed by the 
pressure plate and throw-out. 

7. Remove the outer hub and the entire OEM clutch pack 
including the Judder Spring and Seat 
 

Note: None of the OEM clutch plates, the judder spring, or 
judder seat will be reused with this kit. Often, the spring seat 
washer will be stuck via an oil film to the outer hub flange.   

 
 
Note: Failure to remove the judder spring and seat before 
installing the Rekluse clutch plates will result in poor 
performance or clutch malfunction.   
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8. Remove the inner hub from the engine by loosening the 

center nut and washer. 

 
9. Inspect the clutch basket for damper and/or spring 

rotational play. Dampers/springs should not move. Inspect 

the clutch basket for notching. Do not install sleeves or use 

product with a notched basket. Notched basket tang faces 

can cause the sleeves to break. Do not use baskets that 

have been filed, machined, or modified on the tangs. 

Replace basket if necessary. 

Failure to inspect the basket and replace if necessary 
could result in death, serious injury, and/or property 
damage.  
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CLUTCH PACK INSTALLATION 
 
Note: This bike has a slipper clutch with a “backwards” 
design, you will assemble the clutch pack between the two 
hubs before placing this assembly into the bike. 

1. Install ALL the Rekluse basket sleeves into the basket 
slots. Make sure the sleeve tabs sit against the inside of 
the basket, then push the sleeves down until they contact 
the bottom of the tang slot. See pictures for reference.  

Rekluse basket sleeves are designed to be installed into 
an OE or Rekluse clutch basket ONLY. The use of non-
Rekluse aftermarket clutch baskets may cause clutch 
damage or failure. 

 

Note: Some friction disks are marked with a small colored 
dot. This mark is used for processing and can be ignored. 

1. Soak the friction disks and EXP disk in 

new oil for at least 5 minutes. Make sure 

the EXP and friction disks are coated on 

both sides. 

 
 

Sleeve tabs sit inside 
the basket 

Insert all the basket 
sleeves 
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Website 

www.rekluse.com/support 
 

Frequently Asked Questions 

www.rekluse.com/faq 
 

Support Videos 
www.rekluse.com/support/videos 
 

Phone 

(208) 426-0659 
 

Technical Support 

Contact Technical Support for questions related to 
product installation, tuning, and performance. 

Technical Support hours: 
Monday thru Friday: 8:00 a.m. - 5:00 p.m. 
Mountain Time zone 

Email: tech@rekluse.com 
 

Customer Service 
Contact Customer Service for additional product 
information, orders, and returns. 
 
Customer Service hours: 
Monday thru Friday: 8:00 a.m. - 5:00 p.m. 
Mountain Time zone 

Email: customerservice@rekluse.com 
 

NEED ADDITIONAL HELP? 
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DISASSEMBLY 
1. Using a 4mm hex key, remove the adjuster screw 

from the slave cylinder housing by turning it 
counterclockwise. 

 

2. Use the hex key to push the piston out of the 
cylinder housing. 

 
 
 
 
 
 
 

 
 

3. Using a dental pick tool, remove the one black  X-
ring seal from the piston and set it aside.  
 

4. Remove the 2x small black  O-ring seals from the 
adjuster screw. 

 
 

 


