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OVERVIEW 
This kit replaces many of the OE (Original Equipment) or “stock” 
clutch parts. These parts are designed specifically for your 
motorcycle to ensure optimal performance. The following is a 
summary of what is replaced: 

• OE friction disks 

• OE drive plates 

• OE Pressure plate springs 

INSTALLATION TIPS 

• Read the separate included Safety 
Information document before 
operating the vehicle with the 
product installed. 

• This kit is compatible ONLY with 
the OE or Rekluse clutch 
components. 

• Read this entire document before performing any steps. 

• If you install this product for a customer or another person, 
instruct them to read the Safety Information document and 
the Installation Guide before operating the bike with the 
product. 

• Protect eyes and skin – wear safety glasses and work gloves.  

• Use the torque values listed in the instructions. Otherwise, 
use the torque specifications found in your OE service 
manual.  

• Different spring options may be available purchased from 
Rekluse (depending on the bike model) for: 

o Motorcycles with taller gearing or modified engines with 
increased horsepower 

o Customers looking for a lighter lever pull 
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• For optimal clutch performance Rekluse recommends using 
fresh, clean oil that meets JASO-MA oil rating requirements. 
Rekluse offers Factory Formulated Oil™ developed 
specifically for Rekluse products. Rekluse Factory 
Formulated Oil is a perfect complement to any OEM or 
aftermarket wet clutch. Visit www.rekluse.com to learn more. 

 

TOOLS 
• Hex key set  (Standard SAE) 

• Torx bit set, including T27 

• Torque wrench 

• 10 mm socket 

• End wrenches (Standard SAE) 

• 2 dental picks 

 

INCLUDED PARTS 

Refer to the included Parts Fiche for a detail of the components. 
Visit www.rekluse.com/support for a full parts fiche illustration and 

part numbers. 

 

 

  

http://www.rekluse.com/
http://www.rekluse.com/support
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PREPARE BIKE FOR INSTALLATION 
1. Stand the bike up on a lift or suitable bike stand. 
 

2. On the primary chaincase, use a wrench to remove the oil drain 
plug, then drain the oil into a suitable container. 

 

 

3. Remove any parts that are attached or blocking the primary 
chaincase cover. These may include the left floorboard, foot 
peg(s), shift lever, and/or the side stand. 

Note: Before removing the shift lever, shift the bike into 5th 
gear. 

4. Remove the primary chaincase cover. 
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DISASSEMBLE CLUTCH 

1. Soak the TorqDrive® friction disks in new primary chaincase 

oil for 5 minutes. Make sure the friction disks are coated on 

both sides. 

 

2. Remove the following OE parts. You may need to use dental 

pick tools to reach and remove the bottom plates and damper 

(judder) spring. 
 

 

1 Pressure plate bolts 

2 Spring hold-down ring 

3 Pressure plate springs 

4 Pressure plate 

5 Clutch pack 

6 Damper (judder) spring and seat  

Note: Set the pressure plate bolts, spring ring, pressure plate, 
and damper spring seat and spring aside. They will be reused. 

1 

 

2 3 
4 5 6 
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INSPECT THE BASKET 

Failure to inspect the basket and replace it if necessary could 
result in death, serious injury, and/or property damage. 
 

Inspect the clutch basket for notching. Do not install sleeves or 
use products with a notched basket. Notched basket tang faces 
can cause the sleeves to break. Do not use baskets that have 
been filed, machined, or modified on the tangs. Replace basket 
if necessary. 
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INSTALL THE BASKET SLEEVES 
Install ALL the Rekluse basket sleeves into the OE basket slots. 
Make sure the sleeve tabs sit against the inside of the basket, 
then push the sleeves down until they contact the bottom of the 
tang slot. See pictures for reference.  

 

Rekluse basket sleeves are designed to be installed into an 
OE or Rekluse clutch basket ONLY. The use of non-Rekluse 
aftermarket clutch baskets may cause clutch damage or 
failure. 

 
Note: In some models, the sleeves will stick slightly above the 
top of the basket. This is normal. 

 

  

BASKET 
TANG 

BASKET 
SLEEVE 
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INSTALL THE CLUTCH PACK 
Refer to the included Setup Sheet for a breakdown of the clutch 
pack. 

Notes for installation 
• Some friction disks are marked with a small colored dot. This 

mark is used for processing and can be ignored. 

• Some OE baskets have “half slots” at the top of the basket 
tangs. Rekluse products require the entire clutch pack to be 
installed into the MAIN (deeper) basket slots. Installing the 
pack in the “half slots” will cause performance issues. 

 

• When assembling the clutch pack, it is important to line up 
the alignment notches on the friction disk tabs. Correct 
alignment is critical for optimal performance.  

 

  

Align notches of friction disks and EXP 

Do not use the “half-slots” Use only the deeper basket 
slots for installation 
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Clutch Pack 

 
Note: Using dental picks can help control the basket sleeves 
during the installation of the clutch pack.  

1. Reinstall the damper (judder) seat, then reinstall the damper 
spring, cupped side up, into the clutch basket.  

2. Install the rest of the clutch pack one plate at a time. Follow 
the Setup Sheet at the back of the manual for the order of 
clutch pack disk installation.  

 
3. Do not install the last friction and the last drive plate. These 

will be placed on the pressure plate in the next step. 
 

 

INSTALL THE PRESSURE PLATE 

1. Install the remaining .150” (3.8 mm) thick friction on top of the 
pressure plate. 

Damper seat Damper spring, 
cupped side up  

Thick friction 
disk 

Drive plate 
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2. Install the narrow steel drive plate on top of the thick friction 
disk. Make sure the drive plate fits on the teeth of the 
pressure plate 

 

3. Install the assembled pressure plate onto the clutch pack.  

 

 

4. Make sure the steel stays indexed on the pressure plate.  If 
this plate slips off, damage can occur. 

Note:  Be sure that the adjuster assembly collar and throw-out 

stay in place and do not become unindexed when installing the 

pressure plate onto the clutch. An unindexed collar could cause 

damage to the clutch when setting the installed gap.  

Larger internal diameter 
 steel drive plate 

Thick friction disk - 
.150” (3.8 mm) 

 

Correct: Steel is indexed 
to pressure plate 

Incorrect: Steel has 
slipped off 


































