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OVERVIEW

This kit replaces many of the OE (Original Equipment) clutch
parts. The following is a summary of what is replaced:

e This kit will replace all the OE frictions and drive plates with a
Rekluse thin friction EXP clutch pack.

e The OE pressure plate springs will also be replaced with high
guality Rekluse springs.

e OE center clutch and pressure plate components will be
replaced with Rekluse Core components.

e OE basket can be re-used if tang and damper are in good
condition

e OE Judder spring will be re-used. OE judder spring plate and
OE narrow friction will be removed

INSTALLATION TIPS

e Read the separate included Safety =
Information document before
operating the vehicle with the
product installed.

e Read this entire document before
performing any steps.

e If you install this product for a customer or another person,
Instruct them to read the Safety Information document and
the Installation and User Guide before operating the bike
with the product.
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e The RadiusCX clutch can be adjusted in 2 ways, internally or
externally. Both ways have advantages. See the section on
adjusting the installed gap for more information.

e Protect eyes and skin — wear safety glasses and work gloves.

e Lay the motorcycle on its left side when replacing the clutch.
This makes the clutch work easier and eliminates the need to
drain the oil. Catch any fuel that may drain from the bike.

e Use the torque values listed in the instructions. Otherwise,
use the torque specifications found in your OE service
manual.

e For optimal clutch performance Rekluse recommends using
fresh, clean oil that meets JASO-MA oil rating requirements.
Rekluse offers Factory Formulated Oil™ developed
specifically for Rekluse products. Rekluse Factory
Formulated Oll is a perfect complement to any OEM or
aftermarket wet clutch. Visit www.rekluse.com to learn more.

¢ Inspect your OE cable for fraying and replace if needed.

e Rekluse recommends installing the judder spring to reduce
clutch noise on Honda 450s. If your bike did not come with a
stock judder spring, it can be purchased separately from a
Honda dealer.

Honda part number:
e Judder Spring: # 22402-MBN-670

TOOLS
e 10 mm socket e Marker (supplied)
e 8 mm socket e Channel lock pliers
e Metric wrench e Socket to remove clutch nut
e Torque wrench e 5 mm hex key
o Pick e Hammer
e Flat blade screwdriver
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INCLUDED PARTS

Item Description Qty.
13 EXP 3.0 base 2

23 Clutch cover 1

96 Hub adjuster ring 1

27 Center clutch hub - RadiusCX/Core 1

30 Core center clutch tab lock washer 1

51 Quarter turn pin, EXP 6
51.1 Quarter turn pin, CX hub 1

53 Viton O-ring 1

40 CX hub coil spring 1
67.1 Steel drive plate with curvy edge 1

67 Steel drive plate 9
69.1 Wider diameter judder friction disk 1

69 TorqDrive® friction disk 7

70 Basket sleeves — Dirt bikes 12

5 Pressure plate assembly - RadiusCX 1
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88 Core clutch spring kit 1
31 Screw sleeve 6

47 Socket head cap screw 6

60.2 Pressure plate spring — Medium 6

85 EXP 3.0 wedge assembly - Medium 6
60 EXP adjustment spring 3
60.1 EXP adjustment spring 3
Not Shown EXP adjustment spring 3
Not Shown EXP adjustment spring 3
Not Shown Velcro Strap 1
Not Shown Black rubber band for Free Play Gain 1
Not Shown Extra Viton O-ring 1
Not Shown Extra quarter turn pin, EXP 2
Not Shown Perch adjuster bolt** 1
Not Shown Permanent Marker: for initial adjustment 1
Not Shown Clutch cover O-ring cord** 1

**Some models only

Visit www.rekluse.com/support for
a full parts fiche illustration and part numbers.
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DISASSEMBLE CLUTCH

1. If your bike is carbureted, turn the fuel petcock to
“OFF.”

2. Shift the transmission into 5" gear.

3. Lay the bike on its left
side. Catch any fuel
that might drain in a
suitable container.

4. If your clutch cover has
an olil fill plug and/or an
engine inspection plug,
loosen them before
removing the clutch
cover.

CRF 450L and CFR450X 2019+ models:
Remove the outer
cover from the bike,
then remove the clutch
cover.
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5. Clean and set aside the OE cover gasket. The cover gasket
will be reused except in kits where a new O-ring gasket is

provided.

6. Using an 8 mm socket, remove the OE clutch cover. Pay
close attention to the length and location of the OE screws so
they can be returned to their same location.

7. Using a socket, remove the pressure plate screws and
springs, then remove the pressure plate.

iow)

) ]

8. Remove the OE clutch pack, then set aside all the plates. Use
a pick if necessary to help remove all the plates.
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Note: Some models have a clutch judder (boss) spring located in
the bottom of the OE friction pack. This consists of a judder
spring, spring seat, and narrow friction. If your bike is equipped
with these parts, remove them and set them aside. The judder

spring will be reused.

NARROW FRICTION
DISK

9. Inspect the clutch basket for damper/cushion play or notching.
Do not install sleeves or use product with a notched basket.
Notched basket tang faces or worn dampers can cause the

sleeves to break.

AWARNING

Failure to inspect the basket and replace if necessary could
result in death, serious injury, and/or property damage.

INSFECT FOR
MOTCHING IN
TANG FACES

\
/

(REPLACE IF
NOTCHED)
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Note: If the basket is notched or worn, Rekluse recommends
replacing it with a Rekluse Billet Clutch Basket (available for most
models).

V ReEKLUSE
- clutch |

10. Remove the throw-out assembly, bearing, and washer. Set
these aside. These will be reused. The throw-out assembly
may look different depending on the bike.

2017 and 2018 Honda 450

models:

The throw-out is one piece, with dl = =
no washer or bearing. Instead, ==Y S
the bearing is preassembled and

contained within the pressure
plate.
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11. Use a hammer and large screwdriver to bend down the edges
of the washer tab until it clears the clutch nut. The washer

may look different depending on the bike.

b q

BEND WASHER TAB5
DOWN TO REMOVE NUT

12. Remove the center clutch nut with an impact wrench or
breaker bar, and socket. Set aside. The OE clutch nut will be

reused.

Note: Placing the bike in the highest gear and holding the rear
wheel by applying the rear brake keeps the shaft from rotating

when removing the nut.

13. Remove the washer(s) located under the center clutch nut.
(Some Hondas have 2 washers. Remove them both.) The OE
washer(s) will be replaced with a Rekluse tab lock washer.
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14. Remove the center hub from the clutch basket while leaving
the underneath thrust washer on the main shatft.

\ L.
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Note: Check that the OE thrust washer is still on the main shaft
and not stuck to the bottom of the center hub assembly. The
thrust washer must be installed, or clutch performance issues will

result.
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THE INNER HUB

Internal adjustment ring

The internal adjustment ring comes installed in the Rekluse hub.
The adjustment ring has circle detents and notches cut into it to
help with the adjustment.

Adjustment notches are small and are cut halfway down the ring.
They are used to help turn the ring during the adjustment.

Circle detents are larger and used to position the locking pin
when unlocking and locking the adjustment ring.

Locking pin Adjustment notches

Circle detents to )
to move the ring

position the pin

INSTALL THE HUB

1. Install the new Rekluse inner hub into the clutch basket. Check
to make sure the OE thrust washer is still on the main shaft
before you install the hub.
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2. Install the new Rekluse tab washer with the bent tabs facing
down, aligning with the holes in the hub.

3. Install the OE clutch nut.
4. Using the socket and torque wrench, torque the center clutch
nut to 50 ft-lb (68 N-m).

Note: Placing the bike in the highest gear and holding the rear
wheel by applying the rear brake keeps the shaft from rotating
when tightening the nut.

> — OE clutch nut

@ <+«—— Rekluse tab lock washer -
Align small tabs into hub

<« Rekluse inner hub

° 0
0 0
ne_

pg_ 14 Doc ID: 191-7903A
Doc Rev: 021423










































































































































